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FIGURE 3 



r START ^ 



Operator selects workstation enrollment mode (400) 



Master key inserted in workstation programmer (402) 



Workstation confirms key is master arid downloads vehicle data, stonng it in 
fleet database, and records new fleet code in master key (404) 

Master key removed and^nserted in vehicle (406) 



Vehicle changes fleet code to match master key fleet code (408) 



Old Op. keys now disabled and new op. keys are programmed (410) 
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Select key programming mode (500) 



Display possible operator keys (502) 



Select key type and insert key (504) 



Computer energizes coil and key (506) 



Computer transmits data of selected key type to key (508) 

T 

Key records data in its communications circuit (510) 

i 

Computer reads key to confirm recording (512) 



Computer confirms key has properly recorded data (514) 



Computer deenergizes field (516) 
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Operator selects sub-fleet programming mode (600) 
Computer displays list of enrolled vehicles (602) 
Operator selects vehicles to be added to new sub-fleet (604) 



Operator names new sub-fleet (606) 



Workstation make electronic record of new sub-fleet (608) 



STOP~^ 

FIGURE 6 



Query and insert key (700) 



Computer energizes coil (702) 



Computer requests key data (704) 



Energized key transmits data to computer (706) 



Computer compares data (708) 



Computer displays key data in textual form (71 0) 

T 



STOP ^ 

FIGURE 7 



r START ^ 



Enter/verify owner of record info (800) 
I 



Provide password (802) 



Connect service tool to machinery harness and ent er password (804) 



Insert blank master key in vehic le (806) 



Vehicle controller prog rams master key (808) 



Insert and program 2 or more new operator keys (810) 
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Insert key in lock (900) 

Controller 208 energizes coil (902) 

Coil energizes operator's key (904) 
C ontrolle r downloads data from operator's key (906) 
Controller compares VINs and grants access if match is found (908) 
Controller compares characteristics and grants access if match is found (910) 
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